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Ordering Information

Based on an uncooled spectrometer this is the 
entry bundle for reasonable strong signals

-1 - 3600 cm-1

-1

FC-PC connector) 

AvaRaman software: Panorama Light        
Optional: Replaceable slit (add –RS)     

AvaRaman-B

Based on the cooled version of the spectrome-
ter offered in the bundle Ava-Raman-A.
Cooling enables you to work with longer inte-
gration times, yet keeping the thermal noise 
limited.

-1 - 3600 cm-1

-1

 
FC-PC connector) 

AvaLaser785 (incl. probe)                                                           
AvaRaman software: Panorama Light        
Optional: Replaceable slit  (add –RS)                                                                                      

AvaRaman-C

For the most demanding applications. The 
spectrometer used in this bundle makes used 
of a cooled spectrometer with a special low-
noise Back-Thinned detector. Back thinned 
detectors have much better sensitivity in the 
NIR range (800-1160nm) in comparison to 
standard Si-detectors.

-1 - 3600 cm-1

-1

FC-PC connector) 

AvaLaser785 (incl. probe)                                                           
AvaRaman software: Panorama Light        
Optional: Replaceable slit (add –RS)                                                                                      

AvaRaman-A

NEW Avantes Raman Bundles

Raman Spectroscopy allows obtaining indi-
vidual spectral ‘fingerprints’of materials. 
Commonly used in chemistry, pharmaceu-
tical and medical fields,to provide informa-
tion by which molecules can be identified.

To offer our customers optimal perfor-
mance for a reasonable price, Avantes joint 
forces with 2 partners to offer you a Raman 
Bundle consisting of a great spectrometer 
(3 different models), a unique Laser-Probe 
combination (785nm) supplying enhanced 
signals and an outstanding Software pack-
age to analyze the Raman spectra.

These 3 Bundles have in common:

For excitation:  
AvaLaser785 (incl.: 785 nm laser safety 
goggles). It has an ultra-high throughput 
integrated Raman probe. This novel device 
includes an integrated wavelength stabi-
lized laser source with Raman filter packs, 
beam shaping optics and high efficiency 
Raman spectra collection optics. 

For Analysis: 
Panorama-Light: Panorama Light is a mod-
ular, high-end software platform for spec-
troscopic data evaluation. The application 
meets all requirements for a comprehen-
sive spectroscopy working environment, 
offering:

additional information

For Detection:
We offer state of the art spectrometers 
based on the Avantes Star- and SensLine  
spectrometers, tailored for optimal perfor-
mance in the Raman range of interest.

AvaRaman Bundle

Type of measurements:
Raman techniques are used for many 
different materials. The Avantes bun-
dles are really good for the use of pow-
ders and liquids. When strong signals 
are available (aromatic compounds, 
alcohol based liquids) in general 
Ava-Raman-A is useful to perform the 
measurement. 
When weak Raman signals occure 

-
onds) the thermo-electric-cooled (TEC) 
spectrometer is recommended. This is 
added in the Ava-Raman-B. 
For very weak signals (possibly togeth-
er with fluorescence background) the  
Ava-Raman-C is recommended. Thanks 

and better signal /noise 
performance.

    Raman spectroscopy: 
 Analysis of liquids, powders,  

                  tablets, gels

                  transparent and  
                  semi-transparent packages


